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Site Visit Report  

100 Grove Street  

Worcester, MA 01605  

T 508-856-0321 

F 508-856-0357 

gravesengineering.com  

 

Date:   October 28, 2020 Prepared By:   Daniel Sheehan 

Client:   Dudley Planning Board  Arrived on site:   2:00 PM  

Project:   Lyons Estates Left si te:  2:30 PM  

Contractor:    Revane Builders Site Conditions:   Damp to wet 

Contractor Contact:    Tom Revane Weather:    50° Light rain  

 

Transmitted by: 

 Mail   E-mail 

 Hand   Other: 

 Fax    

 
 

Comments:  

Graves Engineering Inc. (GEI) was on-site to observe the installation of the drainage infrastructure. 
 
Upon my arrival no workers from Revane Builders were onsite. There appeared to be no additional construction 
activity since my last site visit on October 27, 2020. While I was onsite, I observed how the runoff generated from the 
light rain behaved. In general, the runoff from the construction entrance was being diverted towards a temporary 
sediment basin on the southern side of the proposed roadway at Lot 16. Runoff was meandering down station and 
pooling near the eastern side of the cul-de-sac at Lot 9. I also observed the previous area that had sedimentation 
issues as stated in my October 21, 2020 site visit report, and the woodchip check dam appeared to keep the sediment 
contained. Lastly, the remaining runoff had made its way past the two woodchip check dams into the stormwater basin. 
There were minor signs of erosion along the top of the berm on the eastern side of the stormwater basin.  
 
The work observed appeared to be consistent with the approved plans. 
 

Action to be Taken: 

Dudley Planning Board will be notified of this site visit by way of this report. 

 
cc: Tom Revane, Revane Builders 
 

Photo s: 

The following photos were taken during todayôs site visit: 
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Photo 1: Runoff meandering towards the cul-de-sac. 

 

 
Photo 2: Runoff pooling at the woodchip check dam. Note: near CB 78 along the southern end of the cul-de-sac. 



X: \ Shared \ Projects \ DudleyPB \ LyonsEstates2019 \ Construction \ sv102820.doc  

 
Photo 3: Runoff pooling near the stormwater basin.  

 

 
Photo 4: Area where straw wattle was previously overtopped. Note: pooling on project side of the woodchip check 

dam. 
 


